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BUILDING SPECIFICATION
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Structural

· Reinforced concrete column and beam structural frame

· Proprietary pre-cast concrete floors

· External cladding features aluminium glazing and alucobond spandrel panels

· Double glazing

· Roof cladding is a pebble coating over a membrane roofing system

Internal

Stud Height
-
2.6m (floor ceiling)

Floor Loadings
-
4 kPa in key areas, otherwise 2.5kPa
Earthquake Code
-
1.3

Noise Level
-
Dba 45, double glazing

Ceiling
-
Suspended mineral tile ceiling with recessed fluorescent lighting

Floors
-
Carpeted

Services

Lifts
-
4, EPL Kone 20 person load (1360 kg) at 2 metres per second

Air Conditioning
-
Variable Air Volume (VAV) floor by floor plant, typically 30 zones per floor, electrical central heating

Security
-
Proximity based access control system controlling doors, lifts and carparks

Lighting
-
Average 500, lux minimum 400 lux

Fire
-
Automatic sprinklers, smoke detectors, extinguishers, hose reels, fire alarms

Power
-
2 x 1,000 kVA transformers (440 v)


-
450 kVA (8 hour capacity) standby diesel generator

Data Flow
-
In ceiling cable trays, perimeter skirting duct

Toilets
-
2 x male and female toilets per floor
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21 Pitt Street - Auckland another quality property

owned by Kiwi Income Property Trust

